
Rank

Primary 

Crash Risk 

Assessment

Intersection 

Description
Type Lighting

Left Side 

Stop

Left Side 

Stop 

Ahead*

Reflective Strips LED

Stop

1  CSAH 88 & MNTH 56

X IP IP IP IP ✓  

2  CSAH 91 & MNTH 316

X IP ✓ ✓ ✓ ✓

3  CSAH 86 & MNTH 56

X ✓ IP IP - 

2/19/20

 IP ✓  

5 
CSAH 42/85 & MNTH 55 

(EAST)

X IP ✓ ✓ ✓ -

6  CSAH 86 & MNTH 3

X ✓ IP IP - 

2/19/20

IP ✓

7  CSAH 62 & USTH 61

X ✓ ✓ ✓ ✓ ✓

15 
CSAH 42 & MNTH 55 

(WEST)

T IP ✓ ✓ ✓ -

16  CSAH 66 & MNTH 3

T IP IP IP - 

2/19/20

✓ -

17  CSAH 71 & MNTH 3 (EAST)

T ✓ ✓ ✓ ✓ -

17  CSAH 47 & MNTH 3

T IP IP (update 

size)

IP - 

2/19/20

✓ -

20  CSAH 68 & MNTH 316

X IP ✓ ✓ ✓ -

26  CSAH 80 & MNTH 3

X ✓ ✓ ✓ ✓ -

27  CSAH 78 & MNTH 3

X ✓ ✓ ✓ ✓ -

28  CR 81 & MNTH 50

T IP ✓ ✓ ✓ -

30  CNTY 79 & TH 50

X ✓ ✓ ✓ ✓ -

34  CSAH 62 & MNTH 316

X IP - - ✓ -

36  CSAH 96 & MNTH 3

T ✓ - - ✓ -

39 
CSAH 80 (formerly 78) & 

MNTH 50

T IP ✓ ✓ ✓ -

44  CSAH 85 & MNTH 50

T IP - - ✓ -

46  CSAH 71 & MNTH 149

X IP - - ✓ -

48  CSAH 71 & MNTH 3 (WEST)

T ✓ - - ✓ -

Symbol Legend:

Imprvoments:
✓ Recommended 

IP

 - not applicable

*

Type (of intersection)

 T T Intersection

x 4-legged intersection

DC Rural Intersection Assessment  - MnDOT Locations

Intersection Characteristics Improvement Recommendations (initial - lower cost action)

Risk Factor (higher risk = 

more stars)

In Place  - new locations 

include installation date

 


